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Combustion synthesis of dielectric yttrium oxide and aluminium oxide thin films is possible by introducing
a molecular single-source precursor approach employing a newly designed nitro functionalized malonato
complex of yttrium (Y-DEM-NO2 1) as well as defined urea nitrate coordination compounds of yttrium (Y-
UN 2) and aluminium (Al-UN 3). All new precursor compounds were extensively characterized by
spectroscopic techniques (NMR/IR) as well as by single-crystal structure analysis for both urea nitrate
coordination compounds. The thermal decomposition of the precursors 1–3 was studied by means of
differential scanning calorimetry (DSC) and thermogravimetry coupled with mass spectrometry and
infrared spectroscopy (TG-MS/IR). As a result, a controlled thermal conversion of the precursors into
dielectric thin films could be achieved. These oxidic thin films integrated within capacitor devices are
exhibiting excellent dielectric behaviour in the temperature range between 250 and 350 C, with areal
capacity values up to 250 nF cm2, leakage current densities below 1.0  109 A cm2 (at 1 MV cm1)
and breakdown voltages above 2 MV cm1. Thereby the increase in performance at higher temperatures
can be attributed to the gradual conversion of the intermediate hydroxy species into the respective
metal oxide which is confirmed by X-ray photoelectron spectroscopy (XPS). Finally, a solution-processed
YxOy based TFT was fabricated employing the precursor Y-DEM-NO2 1. The device exhibits decent TFT
characteristics with a saturation mobility (msat) of 2.1 cm
2 V1 s1, a threshold voltage (Vth) of 6.9 V and an
on/off current ratio (Ion/off) of 7.6  105.Introduction
High-k dielectrics based on metal oxides have gained remark-
able attention due to their applicability for a variety of electronic
and optoelectronic applications.1 To date, most of the oxide
thin-lm transistors (TFTs) reported are based on the conven-
tional dielectric SiO2, which may exhibit a higher leakage
current and hence require higher operational voltages to
enhance the electronic properties of the TFTs.2,3 Although
signicant progress has been achieved in terms of oxidet für Anorganische und Physikalische
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semiconductors, investigations concerning the application of
novel oxide dielectrics are still helpful to improve the current
situation. Currently, various binary metal oxides like TiO2,4
Ta2O5,5 HfO2,6 ZrO2,4,7–9 Al2O34,10–13 and Y2O34,14–18 have already
shown promising results and with respect to their electronic
performance, they are in the realm that they potentially can
replace SiO2 as gate dielectric in TFT devices.
However, these high-k materials are mostly deposited by
expensive vacuum-based processes and create challenges in
processing in order to further extend their application towards
large-area applications.19 Hence, a signicant amount of
research has been dedicated to the solution processing of
amorphous metal oxides due to the possibility of cost-efficient,
large-area deposition as well as the use of printing techniques to
deposit these building blocks for electronic applications.2,19,20
Among the various high-k dielectrics, solution-processed
amorphous aluminium oxide, Al2O3, has already demonstrated
its potential as excellent choice for the use as gate dielectric in
TFTs.4,21 Thereby, its impressive dielectric performance can be
related to a minor accumulation of charge carriers within the



































































































View Article Onlinedielectric interface.4 Recently, amorphous aluminium oxide
thin lms with very good dielectric properties are also acces-
sible by a molecular single-source precursor approach reported
by our group.22 We have devised a route to AlxOy dielectric, its
synthesis and structural elucidation by employing the molec-
ular coordination compound tris[(diethyl-2-nitromalonato)]
aluminium(III) (Al-DEM-NO2).
Yttrium oxide, Y2O3, is yet another promising high-k material
due to a combination of favourable individual electrical properties
like a wide bandgap (5.8 eV), a high refractive index (1.9–2.0),
a high dielectric constant (14–18), a low dissipation factor (<0.005)
and nally a high breakdown voltage (>3MV cm1).23 Furthermore,
Y2O3 has the ability to interact intimately with the oxide semi-
conductor by forming a chemical surface bond leading to an
improved interaction and formation of an intimate dielectric-
semiconductor interface. As a result, low electron trap densities
and thus low leakage currents can be realized.24 Despite such
advantages, only a few studies have investigated the potential
towards its application in TFT technology. Adamopolous et al.
executed a direct comparison between solution-processed Al2O3
and Y2O3 dielectrics, using aluminium acetylacetonate and yttrium
acetylacetonate hydrate as precursors. Al2O3 and Y2O3 dielectric
thin lms were deposited by spray pyrolysis and subsequent
calcined at 400 C in air. As a result, electrical measurements
performed in vacuum (105 mbar) revealed a signicantly higher
capacitance for the Y2O3 based dielectrics.18 Liu et al. demonstrated
the fabrication of Y2O3 dielectrics via an aqueous route, using
yttrium nitrate hydrate as the precursor and deionized water as
solvent. The thin lms were deposited by means of spin-coating
and subsequent calcination at 300 C. The generated Y2O3 dielec-
tric exhibited very low leakage current (109 A cm2 at 1 MV cm1)
and a dielectric constant of 14.8 15.
In general, the majority of the studies use conventional
metal salts like nitrates14,15,17,25–27 or chlorides10,12,13,28 as
precursors, which possess some drawbacks like the additional
requirement for additives or stabilizers, which exert an uncer-
tainty on the lm formation and thus the electrical properties of
the nal device. In the case of metal chlorides, acidic by-
products like HCl or Cl-ion trace impurity present in the
nal ceramic can deteriorate the overall device
performance.29–31
A meaningful strategy to circumvent such disadvantages is
the use of molecular precursors, which typically start to
decompose at moderate temperatures of about 200 C. As
a drawback, organic residues from the ligand framework
remain in the dielectric thin lms at low annealing tempera-
tures. The complete decomposition of the ligand framework
usually requires temperatures up to 500 C. A common
approach dealing with that issue uses the systematic introduc-
tion of reactive nitro or nitroso functionalities into the ligand
framework, enhancing the exothermic nature of the decompo-
sition of the precursor.32,33 Herein we have chosen diethyl-2-
nitromalonate as ligand in the yttrium oxide single-source
precursor molecule. A common approach used is “combustion
synthesis”, which is based on a “fuel/oxidizer” reaction and
enables a complete conversion of the precursor at much lower
temperatures which are typically employed in decompositionThis journal is © The Royal Society of Chemistry 2019reactions. Oen, urea or acetylacetone serve as “fuel” and metal
nitrates as “oxidizer”. Initiated by the thermal decomposition,
redox reactions between the nitrate anion and the urea mole-
cules occur, enhancing the conversion into the metal oxide and
leading to various nitrogen compounds as by-products. Con-
cerning solution-processed dielectrics this approach already
showed good applicability. However, the detailed decomposi-
tion mechanism of the combustion synthesis has not been
claried in full so far. Besides that, aqueous solutions of metal
nitrates and urea as additive usually require ageing of the
solution over a more extended period of time to initiate the
combustion effect. In order to gain more control and repro-
ducibility in the combustion process, we have chosen a new
approach combining the “oxidizer” (nitrate ions) and the “fuel”
(urea ligands) in one dened coordination compound pre-
dened in one molecule. This facilitates systematic studies of
the respective metal oxide formation in a more accurate
manner.
In this work we demonstrate the synthesis and structural
elucidation of bis(diethyl-2-nitromalonato) nitrato yttrium(III) 1
as well as urea nitrate coordination compounds of yttrium(III) 2
and aluminium(III) 3 and their applicability as molecular single-
source precursor for the formation of dielectric thin lms of
yttrium oxide and aluminium oxide, respectively. Themolecular
structures of the new oxide precursor compounds 2 and 3 were
identied by single-crystal X-ray diffraction and spectroscopic
techniques (IR, 1H-, 13C-, DEPT- and 27Al-NMR). The oxide
dielectric thin lms were obtained by spin-coating of the
respective molecular precursor, using either 2-methoxyethanol
as solvent in the case of 1 and water for 2 and 3. Subsequent
calcination at moderate temperatures between 250 and 350 C
of these precursor molecules occur without requirement of any
additive and yields dielectric thin lms with excellent electrical
performances. Precursor 1, 2 and 3 are thus capable for the
solution processing of aluminium and yttrium oxide and their
subsequent use as gate dielectrics in TFTs.
Experimental section
Synthesis and characterization
Synthesis and characterization of bis(diethyl-2-nitromalonato)
nitrato yttrium(III) (Y DEM-NO2) 1. 1.825 g (5 mmol) yttrium
nitrate pentahydrate was dissolved in 50 mL ethanol. 3.330 g
(15 mmol) ammonium 2-nitro-diethyl malonate were added
under stirring to the clear solution. Thereby a yellow colouring
of the solution as well as a white precipitate was observable.
The solution was stirred for 18 hours. Aer the ltration, the
yellow solution was concentrated by rotary evaporation leaving
a yellow oil. The oil was dissolved in 20 mL dichloromethane
(DCM) and ltered through a 0.2 mm polytetrauoroethylene
(PTFE) syringe lter. Finally, 200 mL of n-pentane was added to
the clear yellow solution forming a solid yellow product. The
yellow product was nally dried under vacuum <104 bar
giving 2.2 g (62.67%). Elemental analysis: C 30.76%, H 3.87%
and N 7.90%, calc. for YC14H20O15N3 (559.22 g mol
1) C
30.07%, H 3.60% and N 7.51%. 1H-NMR (300 MHz, [d4]



































































































View Article OnlineMHz, [d6] dimethyl sulfoxide) 14.72 (–CH3); 59.93 (–CH2);
110.31 (–C–NO2) 163.47 (–C]O) ppm.
IR ¼ 2985 (s, nCH), 2941 (s, nCH), 1742 (s, nC ¼ O), 1638 (s, nN ¼
O), 1426 (s, nas,N–O), 1323 (s, nCN), 1255 (s, ns,N–O), 1067 (s, nC–O),
862 (s, dO¼N–O).
Synthesis and characterization of dinitrato tetra(urea)
yttrium(III)-nitrate [Y(urea)4(NO3)2](NO3) (Y-UN) 2. 3.65 g (10
mmol) yttrium nitrate pentahydrate was dissolved in 50 mL
butanol. 2.40 g (40 mmol) urea is added under stirring, whereby
precipitation is observable aer a few minutes. The dispersion
is stirred for 3 hours. Aerwards the white powder is separated
by centrifugation. The white powder is dissolved in methanol
and crystallized via diffusion of diethyl ether into the methanol
solution. Aer 48 hours white crystals are formed in the solvent
mixture. Aer decantation of the solvent, the white crystals are
dried under vacuum <104 bar giving a yield of 5.2 g (81.89%).
Elemental analysis: C 9.43%, H 3.34% and N 29.05%; calc. for
YC4H16O13N11 (515.14 g mol
1) C 9.33%, H 3.13% and N
29.91%. 1H NMR (500 MHz, [d6] dimethyl sulfoxide) d ¼ 5.54 (s,
–NH2) ppm.
13C{1H}34 NMR (500 MHz, [d6] dimethyl sulfoxide)
160.43 (–C]O) ppm.
IR ¼ 3472 (s, nNH), 3366 (s, nNH), 3212 (s, nNH), 1625 (s, nCO),
1578 (s, dNH), 1489 (s, nNO), 1468 (s, nNO), 1448 (s, nNO), 1397 (s,
nNO), 1343 (s, nCN), 1294 (s, nCN), 1145 (m, dNH), 1030 (m, dNH),
819 (w, dNH), 772 (w, dNH), 745 (w, dNH), 584 (m, dCN), 527 cm
1
(m, dCN). The detailed crystallographic data for 2 is provided in
the ESI.†
Synthesis and characterization of hexakis(urea) alumi-
nium(III)-nitrate [Al(urea)6](NO3)3 (Al-UN) 3. 7.21 g (120 mmol)
urea was dissolved in 240 mL ethanol. 7.50 g (20 mmol)
aluminium nitrate nonahydrate was added under stirring,
whereby precipitation is observable aer a few minutes. The
dispersion was stirred for 3 hours. Aerwards, the white precip-
itate was separated by centrifugation. The white powder is dis-
solved in methanol and crystallized by addition of diethyl ether.
Aer 48 hours white crystals are formed and dried aer decan-
tation of the solvent under vacuum < 104 bar. The yield was
7.71 g (67.24% of the theory). Elemental analysis: C 12.60%, H
4.21% and N 37.48%, calc. for AlC6H24O15N15 (573.33 g mol
1) C
12.57%, H 4.22% andN 36.65%. 1H-NMR (500MHz, [d6] dimethyl
sulfoxide) d ¼ 5.48 (s, –NH2) ppm. 13C{1H} NMR (500 MHz, [d6]
dimethyl sulfoxide) 160.21 (–C]O) ppm. 27Al NMR (500MHz, [d4]
methanol) d ¼ 9.6 (Al–O) ppm.
IR ¼ 3447 (s, nNH,out of phase), 3339 (s, nNH,in phase), 3234 (s,
nNH,in phase), 1628 (s, nCO), 1571 (s, dNH), 1501 (s, dNH), 1331 (s,
nCN), 1153 (m, dNH), 1035 (m, dNH), 828 (w, dNH), 763 (w, dNH), 618
(m, dCN), 541 (m, dCN), 421 cm
1 (m, dNH). The detailed crys-
tallographic data for 3 is provided in the ESI.†
Oxide formation from precursor molecules 1, 2 and 3 and
capacitor device fabrication therefrom. The precursor solution
of 1, 2 or 3 were prepared by dissolving 20 wt% of Y-DEM-NO2 1
in 2-methoxyethanol and 20 wt% of Y-UN 2 and Al-UN 3 in
deionized water, followed by subsequent sonication for 20
minutes and ltering the solution through a 0.2 mm poly-
tetrauoroethylene (PTFE) syringe lter for 1 and 3. In the case
of precursor 2, the solution was vigorously stirred for 2 hours at
60 C, prior to ltration. ITO-coated glass substrates (140 nm,31388 | RSC Adv., 2019, 9, 31386–31397OLED-grade) were used for the fabrication of the capacitors. At
rst, the substrates were cleaned in deionized water, acetone
and isopropanol, for 10 minutes each using an ultrasonic bath.
In order to enable the electrical contact with the ITO layer,
a 100 nm gold layer was sputter-deposited using a shadow
mask. Prior to spin-coating, the substrates were exposed to an
air-plasma for two minutes to enhance the hydrophilicity of the
substrate. Subsequently the clear precursor solutions were spin-
coated on the substrate and annealed at different temperatures
(200–350 C). The spin-coating parameters were (20 s; 3000 rpm)
for 1 and (20 s; 4000 rpm) for 2 and 3, respectively. This
procedure was repeated three times for all precursors. The
thickness of the layers of 156–286 nm for 1, 82–87 nm for 2 and
59–74 nm for 3 was determined by spectroscopic ellipsometry.
Gold top electrodes (50 nm) were sputtered on the YxOy lms
with the help of another shadow mask. In the case of the AlxOy
based capacitors a 50 nm gold layer, as well as a 10 nm inter-
layer titanium, served as top electrodes. YxOy thin lms, using
Y-DEM-NO2 as precursor, were annealed at 200, 250, 300 and
350 C and are abbreviated as YxOy-(1)-200, YxOy-(1)-250, YxOy-
(1)-300 and YxOy-(1)-350, respectively. The YxOy thin lms, using
Y-UN as precursor, were annealed at 300 and 350 C and are
abbreviated as YxOy-(2)-300 and YxOy-(2)-350. The calcination of
AlxOy thin lms occurred at 250, 300 and 350 C and are
abbreviated as AlxOy-250, AlxOy-300 and AlxOy-350, respectively.
Thin-lm transistor fabrication
For the fabrication of the TFT device an indium zinc oxide (IZO)
semiconductor was introduced by employing established oxi-
mato precursor compounds, previously reported by our
group.22,34–36 Solutions of the respective indium and zinc
precursors were prepared by dissolving 1 wt% in 2-methox-
yethanol (ratio In : Zn, 6 : 4), spin-coated at 2500 rpm for 20
seconds onto the YxOy-(1)-350 dielectric and subsequently
annealed at 350 C. Performing of three iterations of the coating
procedure results in a lm thickness of 12 nm.
Finally, gold source-drain electrodes (W/L ¼ 2 mm/100 mm)
were sputter deposited onto the IZO semiconductor, using
a shadowmask (2 rectangular areas of 2 mm 1 mm, separated
by a distance of 150 mm).
Materials characterization
NMR-spectroscopy was carried out at 500 MHz using a DRX500
spectrometer (Bruker BioSpin GmbH). IR-spectroscopy was
carried out on a Nicolet 6700 (Thermo Fisher Scientic). The
samples were measured in attenuated total reection (ATR)
without additional preparation. Thermogravimetric analysis
(TGA) coupled with mass spectrometry (MS) and infrared (IR)
spectroscopy was performed using TG 209N1 (Netzsch) coupled
with Aelos QMS 403C (Netzsch) and a Nicolet iS10 spectrometer
(Thermo Fisher Scientic). The samples were measured in an
oxygen-atmosphere with a heating rate of 2.5 or 5 K min1, in
the range of 50–800 C, in a corundum crucible. Differential
scanning calorimetry (DSC) was performed with STA 449 F3
Jupiter (Netzsch). X-ray diffraction (XRD) measurements were
carried out using a MiniFlex 600 (Rigaku), using Cu-Ka-This journal is © The Royal Society of Chemistry 2019
Fig. 2 ORTEP plot of the molecular structure of Y-UN 2. Vibrational
ellipsoids are drawn at the 50% probability. O–Y bond length are in the



































































































View Article Onlineradiation (600 W) in Bragg-Brentano geometry. Transmission
electron microscopy (TEM) was carried out with an operating
voltage of 200 kV, using a Tecnai F20 (FEI) system. The samples
were prepared on lacey carbon-coated copper grids. Spectro-
scopic ellipsometry was carried out using a Woolham M-2000 V
spectrometer (spectral range 370–1690 cm1) using the com-
pleteEASE soware (version 6.29). Atomic force microscopy
(AFM) was performed using MFP-3D (Asylum Research) equip-
ped with silicon cantilevers. X-ray photoelectron spectroscopy
(XPS) measurements were performed on a K-Alpha(+) XPS
system (Thermo Fisher Scientic, East Grinstead, UK). The
monochromated Al Ka X-ray source was used at a spot size of
400 mm. All spectra are referenced to the C 1s peak of hydro-
carbons at 285.0 eV.ligand; O–Y–O-bond angles are 90  5 for the urea ligand.
Electrical characterization
Impedance measurements were performed in a glovebox under
inert conditions, using a ModuLab MTS System (Solartron
Analytical Ltd) equipped with a probe station (Cascade Micro-
tech, Inc). Impedance measurements were operated in the
frequency range of 10 Hz to 100 kHz with amplitudes of 500 mA.
The measurements of the breakdown voltage were carried out
on a B1500A semiconductor device analyzer (Agilent).
TFT transfer and output characteristics were determined
using a HP 4155A semiconductor parameter analyzer (Agilent)
in a glove box under inert conditions.Results and discussion
Synthesis of precursor molecules and materials
characterization
The coordination compounds [Y(urea)4(NO3)2][NO3] 2 and
[Al(urea)6][NO3]3 3 were synthesized by the reaction of theFig. 1 (a) Schematic illustration of the synthesis of bis(diethyl-2-
nitromalonato) nitrato yttrium(III) (Y-DEM-NO2) 1 and (b) and (c)
showing the reaction scheme for the formation of the metal urea
compounds of yttrium 2 and aluminium 3.
This journal is © The Royal Society of Chemistry 2019respective metal nitrate hydrates with stoichiometric amounts
of urea, using n-butanol for 2 and ethanol for 3 as solvent
(Fig. 1). Compound 2 crystallizes in the space group P1 (Fig. 2)
and 3 crystallizes in the space group P21/n. In both cases the
neutrally charged urea molecules act as monodentate ligands
and coordinate to the central metal atom by its oxygen atom in
accord with Pearson's hard/so acid base concept. For
compound 2 the central metal is coordinated by four urea and
two nitrate molecules, whereby the nitrate molecules act as
bidentate ligands and coordinate to the yttrium centre by two
oxygen atoms, leading to a double capped trigonal prism with
coordination number eight for Y3+. Although crystal quality of 3
so far precluded a satisfactory crystal structure renement,
a preliminary renement allows to determine the connectivity
giving an octahedral coordination (Fig. S1 ESI†). Additionally,
the octahedral coordination environment of the aluminium
centre in 3 is conrmed by 27Al-NMR spectroscopy (Fig. S10†)
giving a singlet peak at 9.6 ppm which is attributed to the
octahedral coordination of the aluminium centre. The
compound hexakis(urea) aluminium(III)-chloride, exhibits
a comparable coordination environment to precursor 3 dis-
playing a singlet peak at 7.6 ppm in the 27Al-NMR spectrum.37
Although synthesis of the aluminium compound 3 has been
reported,37,38 its versatility with respect to an application was not
demonstrated so far. Hexakis(urea) nitrate compounds with
trivalent metal cations are also known for iron,38 indium and
gallium,39 the latter two have been reported by our group,
recently. [Metal(urea)4(NO3)2][NO3] compounds as in the case of
2 are not known so far. A comparable compound exhibits three
monodentate tetramethylurea ligands and three bidentate
nitrate anions. Thereby the coordination polyhedron is a tri-
capped trigonal prism with coordination number nine for the
yttrium central cation.40
It is noteworthy that the nitrate counter anion is crucial for
the strong thermal decomposition of these complexes. This is
due to the fuel/oxidizer reaction between the urea molecules
and the nitrate species, resulting in an effective conversion of
the ligand sphere and the formation of the respective metal
oxides at moderate combustion temperatures.RSC Adv., 2019, 9, 31386–31397 | 31389
Fig. 5 Gram–Schmidt intensities (a–c) of 1, 2 and 3 and the corre-
sponding IR signal intensities (d–f) according to the Gram–Schmidt
signals of the precursors, respectively.
Fig. 3 (a) Thermo gravimetric analysis of 1, 2 and 3 in an oxygen




































































































View Article OnlineThe thermal decomposition of 1, 2 and 3 was carried out in
an oxygen atmosphere to get an insight in the decomposition
by-products of the precursors. The decomposition behavior of
the yttrium precursors proceeded as a multi-step decomposi-
tion whereby signicant mass loss occurs in the rst step itself.
The aluminium precursor proceeds as a one-step decomposi-
tion. The residual mass of all the precursors are in good
agreement with the expected ceramic yield from the decompo-
sition of the precursors in oxygen 1: CYcalc. 20.19%, CYmeas.
19.49%; 2: CYcalc. 21.92%, CYmeas. 22.73% and 3: CYcalc. 8.90%,
CYmeas. 10.10%.
Differential scanning calorimetry (DSC) for 1 shows
exothermic peaks at about 170, 235, 400 and 500 C (Fig. 3b). The
DSC for 2 displays a sharp exothermic peak between 100–150 C,Fig. 4 MS intensities of (a) Y-DEM-NO2 1, (b) Y-UN 2 and (c) Al-UN 3
for m/z + peaks corresponding to the TG curves in Fig. 3 respectively.
31390 | RSC Adv., 2019, 9, 31386–31397followed by less intense peaks between 250–300 C. In the case of
3 the DSC shows a sharp exothermic peak at 225 C, followed by
less intense peaks between 250–300 C. Furthermore, the differ-
ential scanning calorimetry of precursor 2 and 3 indicate a strong
exothermic decomposition, which corresponds to the expected
fuel/oxidizer reaction between the urea molecules and the nitrate
anions. In order to investigate the gaseous decomposition
products a thermogravimetric analysis with in situ mass spec-
trometry (Fig. 4) and infrared spectroscopy (Fig. 5) detection at
the maximum of the Gram–Schmidt signal (120 C for 1, 230 and
340 C for 2 and 210 C for 3) was performed.
Regarding 1 the detected gases could be assigned to water
(m/z+ 18), carbon monoxide (m/z+ 28), nitric oxide (m/z+ 30),
carbon dioxide (m/z+ 44) and nitrogen dioxide or ethanol (m/z+
46). But also larger fragments of the ligand can be found like
C2H5O (m/z
+ 45), C3H5O2 (m/z
+ 63) and C3H7O3 (m/z
+ 91). The
TG/IR at the maximum of the Gram–Schmidt signal conrms
the release of carbon dioxide (CO2: 2309 and 3356 cm
1), as well
as fragments containing alkyl groups (nCH 2987 and 2939 cm
1),
and carbonyl groups (nC]O 1756 cm
1).
Concerning precursors 2 and 3, the detected gaseous
decomposition by-products are identical. Thereby, the releasing
gases during the combustion synthesis could be assigned to
ammonia (m/z+ 17), water (m/z+ 18), carbon monoxide (m/z+ 28),
nitric oxide (m/z+ 30), isocyanic acid (m/z+ 43), carbon dioxide
(m/z+ 44) and nitrogen dioxide (m/z+ 46).
The corresponding IR signals detected at the maximum of
the Gram–Schmidt signal clearly conrm for both precursorsThis journal is © The Royal Society of Chemistry 2019
Fig. 6 (a) and (b) XRD patterns of solution processed YxOy from
precursor 1 and 2 annealed at 200 C, 250 C, 300 C and 350 C. (c)
XRD patterns of solution processed AlxOy from precursor 3 annealed at
200 C, 250 C, 300 C and 350 C. (d–f) TEM images of YxOy and
AlxOy from precursor 1, 2 and 3 prepared at 350 C.
Fig. 7 (a–c) IR spectra of the thermal transformation of the precursors



































































































View Article Onlinethe evolution of ammonia (NH3: 965 cm
1), isocyanic acid
(HNCO: 2239 cm1), carbon dioxide (CO2: 2310 and 2359 cm
1)
and nitric acid (HNO3: 1629 and 1305 cm
1), which were
detected at various decomposition stages in the temperature
range between 200 C and 350 C. Nevertheless, a detailed
mechanism for the thermal decomposition of the urea nitrate
precursors remains challenging and is not claried so far.
X-ray analysis of the solution-processed decomposition
products of 1, 2 and 3 obtained at 200, 250, 300 and 350 C
(Fig. 6a, b and c) reveals a stepwise formation of the respective
metal oxides. Thermal decomposition of 1 in the temperature
range between 200–300 C yields amorphous decomposition
products, exhibiting rst crystalline reexes at 350 C. Aer
further annealing to 500 C the material starts to crystallize,
forming cubic Y2O3 in the space group Ia3 (Fig. S12a ESI†). In
case of 2 the thermal transformation already exhibits crystalline
reexes at 250 C, nally forming cubic Y2O3 in the space group
Ia3 at 600 C (Fig. S12b ESI†). Thermal transformation of 3 in
the temperature range between 200–350 C (200, 250, 300 and
350 C) reveal an amorphous AlxOy product throughout.
Furthermore, the amorphous phase of AlxOy was conrmed by
transmission electron microscopy, which revealed no crystal-
line domains on the nanometer scale (TEM, Fig. 6f). However, atThis journal is © The Royal Society of Chemistry 2019an annealing temperature of 600 C the AlxOy material starts to
crystallize forming a-Al2O3 (Fig. S12c ESI†). The relatively low
temperature of 600 C for the formation of a-Al2O3, might be
due to the strong exothermic fuel/oxidizer reaction between the
urea molecules and the nitrate species during the decomposi-
tion of the precursor, resulting in local hot spots with higher
temperatures.
The IR spectrum of the decomposition products of Y-DEM-
NO2 1 and Y-UN 2 is shown in Fig. 7a and b. The sharp IR
absorption bands in the range of 2900–3100 cm1 are attrib-
utable to Y–O-vibrations of yttrium oxide. The characteristic
broad absorption bands at about 3400 cm1 are associated with
the hydroxyl groups attributable to Y(OH)3 as well as to adsor-
bed water molecules which exhibit a deformation vibration
mode at about 1590 cm1.41
The absorption bands at about 1400 cm1 probably originate
due to the presence of carbon-based adsorbents like C–H, C]C,
C]O and possibly CO3
2-species due to the Lewis acidity of
Y2O3.42 In the case of the samples YxOy-(1)-350, YxOy-(2)-350,
YxOy-(2)-300 no other absorption bands are present, which
could be attributed to organic residues.
At temperatures below 300 C the samples exhibit some
absorption bands from residual ligand fragments. Regarding
precursor 2, the YxOy-(2)-200 sample exhibits NH stretching
modes in the range of 3100–3500 cm1, which originate from
the amine groups of the urea ligands. For the YxOy-(2)-250
sample, these vibrational bands are not visible any longer.
Regarding the initial decomposition process of precursor 1,
absorption bands in the range of 1300–1700 cm1 vanish at
rst. These bands are attributable to NO2 stretching vibrations.
For 1 absorption bands at about 3000 cm1 are additionally
expected for low annealing temperatures like 200 or 250 C,
which are attributed to n-CH2 and n-CH3 stretching modes
originating from the ethyl framework of the 2-nitro-diethylRSC Adv., 2019, 9, 31386–31397 | 31391
Fig. 8 (a) O 1s XPS core spectra of samples obtained from Y-DEM-
NO2 precursor 1 annealed for 2 hours each at 200 C, 250 C, 300 C
and 350 C. (b) Atomic concentrations of oxygen (M–O) and hydroxyl
as well as carbonate species (M–OH, M–CO3), related to the total




































































































View Article Onlinemalonate ligand.22 Unfortunately, the Y–O-vibrations of yttrium
oxide are located in the same range, resulting in overlaps of the
vibrational bands. At an annealing temperature of 500 C for
precursor 1 and 600 C in the case of precursor 2, the hydroxide
is fully converted into yttrium oxide, showing no remaining
signals of any organic constituents.
Fig. 7c shows the IR spectrum of the decomposition products
of Al-UN 3. In the range of 3100–3400 cm1 are characteristic
broad absorption bands present, originating from hydroxyl
groups attributable to Al(OH)3, as well as to adsorbed water
molecules exhibiting a deformation vibration mode at about
1590 cm1.41 Due to the Lewis acidity of Al2O3 the absorption
bands at about 1400 cm1 can also be assigned to the presence
of carbon-based adsorbents like C–H, C]C, C]O and possibly
CO3
2-species, similar as observed for the yttrium precursors 1
and 2. The absorption bands in the range of 400–900 cm1 can
be attributed to Al–O-vibrations of aluminium oxide.
In the case of the samples AlxOy-350 and AlxOy-300, no
additional absorption bands attributable to organic residues
are present. At annealing temperatures of 200 and 250 C the
samples display some additional absorption bands from
residual ligand fragments. For the AlxOy-200 sample NH
stretching modes in the range of 3100–3500 cm1 are
present, originating from the amine groups of the urea
ligands, similar as observed for 2. At an annealing tempera-
ture of 250 C the NH stretching modes are vanished. Finally,
at an annealing temperature of 500 C, the hydroxide is fully
converted into aluminium oxide. Additionally, morphology
and texture of the obtained thin lms, prepared at 350 C,
were investigated by atomic force microscopy (AFM). AFM
images of YxOy-(1)-350 and AlxOy-350 reveal a uniform,
smooth and crack-free lm formation, while polycrystalline
YxOy-(2)-350 samples exhibit a relatively rough surface. The
roughness (RRMS) of the surface for the samples YxOy-(1)-350,
YxOy-(2)-350 and AlxOy-350 is 0.31, 6.82, and 0.19 nm,
respectively (Fig. S17a–c ESI†). We attribute the unexpected
surface roughness of YxOy-(2)-350 to local hot spots which are
generated during the combustion synthesis of this precursor.
Besides, a high degree of polycrystallinity of the sample may
play a role. Indeed, comparable rough surfaces for yttrium
oxide thin lms have also been reported, exhibiting (RRMS) of
6.0 (ref. 14) and 17.40 nm (ref. 4) respectively.Fig. 9 O 1s XPS core spectra of samples obtained from Y-UN
precursor 2 annealed for 2 hours at 200, 250, 300 and 350 C (a) and
(b) after 120 s sputtering (with cluster of 300 atoms with 8 keV energy).
(c) Atomic concentrations of oxygen (M–O) and hydroxyl as well as
carbonate species (M–OH, M–CO3), related to the total oxygen
content and derived from the O 1s XPS spectra taken from the surface
as well as (d) in the sub surface layers close to the bulk and annealed at
various temperatures.XPS surface chemical analysis
Thin lms obtained by thermal transformation of 1, 2 and 3 into
the respective oxides YxOy and AlxOy at temperatures of 200,
250, 300 and 350 C were studied using X-ray photoelectron
spectroscopy (XPS, Fig. 8a, 9a and 10a).
The O 1s core spectra of 1 (Fig. 8a) can be deconvoluted in
three peaks with binding energies at 529.5, 532.0 and 534.3 eV.
The peak at 529.5 eV corresponds to surface O2 species coor-
dinated to Y3+.43–46 Due to the fact that hydroxyl and carbonate
species appear in the same range of binding energies47 the peak
at 532.0 eV can be attributed to both, OH (ref. 44, 45) as well as
CO3
2 species. The presence of such CO3
2 species coordinated
to Y3+ is further supported by a characteristic peak at a binding31392 | RSC Adv., 2019, 9, 31386–31397energy of 290.3 eV in the C 1s core spectra45 (Fig. S14a, ESI†).
The very weak and only minor signal at 534.3 eV can be attrib-
uted to chemisorbed OH groups.48This journal is © The Royal Society of Chemistry 2019
Fig. 10 (a) O 1s XPS core spectra of samples obtained from Al-UN
precursor 3 annealed for 2 hours each at 200 C, 250 C, 300 C and
350 C. (b) Atomic concentrations of oxygen (M–O) and hydroxyl
species (M–OH), related to the total oxygen content and derived from



































































































View Article OnlineInterestingly, for lower annealing temperatures of 200 and
250 C minor amounts of NO3
 species are also detectable and
indicated by a peak at 407.4 eV in the N 1s core spectra49,50
(Fig. S14b, ESI†). The presence of such NO3
 species at these
low annealing temperatures is in accord with a beginning
thermal transformation process of precursor bis(diethyl-2-
nitromalonato)nitrato yttrium(III) Y-DEM-NO2 1 into YxOy. At
an annealing temperature of 200 C, O2 coordinated metal-
oxygen species are detected. However hydroxyl and carbonate
species present the main species at that low temperature.
Signicant conversion into the nal oxide starts in the
temperature range between 250 and 300 C. Consequently, the
intensity of the Y–OH and Y–CO3 fragments observed at
532.0 eV becomes smaller with increasing annealing tempera-
ture. In contrast, the peak associated with the Y–O species at
529.5 eV subsequently increases with increasing temperature
(Fig. 8a), indicating a progressing transformation of the
precursor molecule 1 and its conversion into the yttrium oxide
framework. This nding corresponds nicely with the observa-
tion from the thermogravimetric analysis, whereby a signicant
mass loss occurs in the rst decomposition step of precursor 1,
ending at a temperature between 250 and 300 C when the
transformation to the oxide has already progressed signicantly
(Fig. 3a).
For the molecular yttrium oxide precursor Y-UN 2, the O 1s
core spectra (Fig. 9a) as well as the spectra aer 120 s of surface
sputtering (Fig. 9b) have been recorded. In both cases, the O 1s
core spectra were tted according to three individual signals at
binding energies of 529.0, 531.2 and 532.9 eV. The peak atThis journal is © The Royal Society of Chemistry 2019529.0 eV is in accord with O2 species and the peak at 532.0 eV
can be attributed to OH as well to CO3
2 species both not
discernable individually due to the narrow energy overlap of the
two signals.47 Furthermore, it becomes evident that the Y–O/(Y–
OH, Y–CO3) ratio is higher within the bulk of the material
compared to its topmost surface composition (Fig. 9c–d). The
peak at a binding energy of 532.9 eV can be attributed to NO3

species,50 originating from the remaining precursor. The pres-
ence of such NO3
 species on the surface as well as in the bulk
material is further supported by an additional peak at a binding
energy of 407.3 eV in the N 1s core spectra,49 which is observed
for all annealing temperatures studied (200–350 C) (Fig. S16a
and b, ESI†). The concentration of the NO3
 species is higher on
the surface than within the bulk material. Furthermore, the
amount of NO3
 species, evidenced in N 1s as well as in O 1s, is
decreasing for both contributions, surface and subsurface when
the annealing temperature increases which is in accord with the
progressing conversion from 2 into the yttrium oxide
framework.
At low annealing temperatures of 200 and 250 C, when the
decomposition is still incomplete, signicant concentrations of
up to 7.0 at% of NO3
 species are detectable. Furthermore, the
respective YxOy-(2)-200 sample exhibits NH stretching modes in
the range of 3100–3500 cm1 (Fig. 7b), originating from the still
present residual amine groups of the urea ligands. This
corroborates with the presence of a peak at 399.2 eV charac-
teristic of nitrogen in amine groups (Fig. S16a and b, ESI†). This
fact also supports a still incomplete transformation process of
the ionic precursor 2 at that low annealing temperature. Such
ionic residues in the developing oxide lm can act as prefer-
ential parasitic pathways for the electrical current in an oxide
dielectric. As a result, capacitor devices processed from mate-
rials derived from precursor 2 at such signicant low tempera-
tures of 200 and 250 C exhibit electrical short-circuiting under
voltage impact. At temperatures above 250 C exothermic
signals in the DSC analysis of 2, however prove the further
ongoing extrusion of such ligand species during ongoing lm
formation in the thermal processing (Fig. 3c). At annealing
temperatures of 300 and 350 C, the nitrate concentration
within the material is thus consequently reduced to 2.4 and 1.5
at%, respectively. This already results in a polycrystalline
yttrium oxide based capacitor device which start to perform
under these conditions (see upcoming section). Besides, it is
remarkable that the generation of even thicker polycrystalline
yttrium oxide dielectric lms generated from precursor 2 at
temperatures of 300 C or above can further reduce the elec-
trical short-circuiting in such metal oxide capacitor devices.
This can be explained by a smaller statistical probability in
generating parasitic electrical pathways from one electrode to
the other, mediated by still remaining ionic ligand species in
the lm.
For the aluminium oxide precursor, Al-UN 3 the O 1s core
spectra contain three peaks, at binding energies of 531.2 eV (M–
O),51,52 532.6 eV (M–OH)53 and 534.1 eV for all annealing
temperatures studied (Fig. 10a). The broad and again weak
minor signal at 534.1 eV can be attributed to chemisorbed OH



































































































View Article Onlinesubsequently increases and the peak associated to M–OH
correspondingly decreases with increasing annealing tempera-
ture (Fig. 10b) similar as it is observed for the yttrium oxide
precursors 1 and 2. At an annealing temperature of 200 C small
amounts of NO3
 species are present, indicated by a peak at
a binding energy of 407.4 eV in the N 1s core spectra. Besides,
the IR spectrum of AlxOy-200 exhibits NH stretching modes in
the range of 3100–3500 cm1 (Fig. 7c), originating from the
amine groups of the urea ligands, and in accord with the
behaviour of the nitrate-containing yttrium compound 2.
Additionally, these ndings are in agreement with a DSC
measurement of 3 displaying a sharp exothermic peak at 225 C
(Fig. 3d) as well as the thermogravimetric analysis of 3, exhib-
iting a most prominent and signicant mass loss at about
225 C. As a consequence, capacitor devices processed at 200 C
are still exhibiting electrical short-circuiting throughout, indi-
cating a signicant presence of parasitic electrical pathways,
while processing temperatures of 250–350 C already lead to
amorphous aluminium oxide, based capacitor devices with
good dielectric properties.
Dielectric properties of solution derived yttrium oxide YxOy
and aluminium oxide AlxOy
The dielectric properties of the solution-processed metal oxide
thin lms processed at various temperatures were measured
using a metal–insulator–metal (MIM) structure (Fig. 11).
ITO-coated glass was used for the fabrication of the capacitor
devices, serving as a substrate as well as a gate electrode.
Precursor solutions of 1, 2 and 3 were spin-coated on the ITO
coated glass and annealed at various temperatures (200–350
C), leading to the formation of YxOy and AlxOy thin lms,
respectively. As top electrode, gold (50 nm) was sputtered on the
YxOy lms. In case of the AlxOy lms a combination of 50 nm
gold as well as a 10 nm interlayer of titanium was used as the
top electrode.
The capacitance vs. frequency curves in the range of 10 Hz to
100 kHz are displayed in Fig. 12a–c. The use of precursor 1
thermally processed at 200–350 C leads to YxOy based capaci-
tors, exhibiting areal capacities of 26, 41, 63 and 84 nF cm2 atFig. 11 Schematic illustration of the prepared capacitor. The grey layer
represents the glass substrate, the purple layer represents a 140 nm
ITO film serving as the bottom gate electrode and the blue layer
illustrates the YxOy dielectric film. The circular top electrodes are
composed of 50 nm gold and on the left-hand side is a 100 nm gold
sacrificial contact.
31394 | RSC Adv., 2019, 9, 31386–3139710 kHz for YxOy-(1)-200, YxOy-(1)-250, YxOy-(1)-300 and YxOy-(1)-
350, respectively. The use of precursor 2, at an annealing
temperature of 300 and 350 C, results in a capacitance of 111
and 131 nF cm2 at 10 kHz, respectively. Furthermore, it is
noteworthy that the use of the yttrium precursors Y-DEM-NO2 1
and Y-UN 2 lead to capacitors with almost no frequency
dispersion.
Finally, the AlxOy dielectric, obtained by thermal processing
from precursor 3, exhibit remarkable high capacities of 184, 216
and 259 nF cm2 at 10 kHz for AlxOy-250, AlxOy-300 and AlxOy-
350 respectively. The observed high capacities C can be attrib-
uted to a progressing conversion of 3 into the respective oxidic
lms of  60 nm thickness (Fig. 10) based on the relationship C
¼ (kE0A)/D. Additionally, breakdown measurements have been
carried out for all three dielectric layers (Fig. 12d–f). It is evident
that higher annealing temperatures correspond to higher
breakdown voltages as well as less current leakage. The samples
YxOy-(1)-250, YxOy-(1)-300 and YxOy-(1)-350, generated from 1
show no electrical breakdown throughout the whole measure-
ment range of 40 V. Interestingly, the YxOy-200 sample exhibit
no clear cut electrical breakdown, but a drastic increasing
leakage current with increasing voltage. This might be attrib-
uted to the fact that almost no yttrium oxide has formed at
200 C, as shown in the XPS measurement (Fig. 8a). The leakage
current at 1 MV cm1, using precursor 1 amounts to 5.5  108,
6.9  1010, 2.1  1010 and 3.8  1010 A cm2 for samples
YxOy-(1)-200, YxOy-(1)-250, YxOy-(1)-300 and YxOy-(1)-350,Fig. 12 Capacitance vs. frequency curves of solution processed YxOy
and AlxOy generated from (a) 1, (b) 2 and (c) 3 annealed at different
temperatures. Leakage current density vs. electric field behavior of
YxOy and AlxOy generated from (d) 1, (e) 2 and (f) 3 annealed at different
temperatures.
This journal is © The Royal Society of Chemistry 2019
Fig. 13 Electrical characterization of TFT based on the YxOy-(1)-350
dielectric and a solution processed indium zinc oxide (IZO) semi-
conductor processed at 350 C. (a) Transfer characteristics of the
device at VDS ¼ 15 V. (b) Output characteristics of the device measured



































































































View Article Onlineannealed at these different temperatures, respectively. YxOy-(2)-
300 and YxOy-(2)-350 generated from precursor 2 possess an
electrical breakdown of 2.4 and 2.9 MV cm1 and a very low
leakage current of 9.2  1010 and 8.5  1010 A cm2 at 1
MV cm1. The electrical breakdown of the AlxOy dielectrics
occur at 1.9, 3.0 and 3.8 MV cm1 for AlxOy-250, AlxOy-300 and
AlxOy-350, respectively. The current leakage at 1 MV cm
1
amounts 9.1  1010, 6.2  1010 and 5.0  1010 for AlxOy-250,
AlxOy-300 and AlxOy-350, respectively. It is remarkable that
besides YxOy-(1)-200, all fabricated capacitors full the criteria
of Wager et al. for an ideal dielectric, exhibiting low leakage
current of J < 1  108 at 1 MV cm1.55
The control of the atmospheric conditions under which the
studies have been performed is crucial for the interpretation of the
obtained dielectric properties. In ambient atmosphere, adsorbed
watermolecules reside on the thin lm surface, contributing to the
parasitic resistance and thus resulting in a drastically increased
capacitance. At low annealing temperatures there are more detri-
mental hydroxide groups residing on the surface of the thin lms,
which enhance the adsorption of additional water molecules.
Consequently, this effect becomes even higher; the lower the
chosen annealing temperature under ambient conditions is. As
a result, extraordinarily high capacities even for very low annealing
temperatures are a clear indicator that such studies have been
performed under ambient, atmospheric conditions. Therefore,
a direct comparison of studies performed under non-inert and
inert atmosphere seems unrealistic. The situation can be even
more complicated if conditions of measurement are not explicitly
comparable in this regard. An overview of the current state of the
art studies is given in Table 1. It is evident that the yttrium oxide
YxOy dielectric derived from themolecular precursors 1 and 2 show
very good electrical performances compared to other yttrium
oxide-based dielectrics. Only work by Adamopolous et al. reports
higher capacities (133 nF cm2) comparable values to those of YxOy
generated from precursor 2 (131 nF cm2), though using even
a slightly higher annealing temperature of 400 C. Concerning theTable 1 Overview and comparison of dielectric properties of solution-p
Ref. Temp. (C) d (nm) k Areal
This work 1 350 156 14.9 84 (10
This work 1 300 163 11.5 63 (10
This work 1 250 248 11.5 46 (10
This work 1 200 286 8.5 21 (10
This work 2 350 82 12.1 131 (1
This work 2 300 87 10.9 111 (1
Song 500 188 15.9 74.7 (
Song 400 188 15.6 73.4 (
Song 300 188 15.2 71.7 (
Tsay 550 220 10.5 42.2 (
Tsay 500 220 10.0 z40
Tsay 450 225 9.5 37.4 (
Adamopolous 400 — z16.2 z133
aThis work 3 350 59 17.2 259 (1
aThis work 3 300 61 14.9 216 (1
aThis work 3 250 74 15.4 184 (1
a Our solution processed AlxOy dielectric is given for comparison.
This journal is © The Royal Society of Chemistry 2019current leakage at 1 MV cm1 the reported reference works display
values which are up to three magnitudes higher compared to the
current leakage generated from the herein reported yttrium oxide
obtained from our precursor approach using molecules 1 and 2.
Indeed, the new capacitors reported herein are to the best of ourrocessed YxOy dielectric films
cap. (nF cm2) (f) Leakage (A cm2) EB (MV cm
1)
kHz) 3.8  1010 (1 MV cm1) >2
kHz) 2.1  1010 (1 MV cm1) >2
kHz) 6.9  1010 (1 MV cm1) >2
kHz) 5.5  108 (1 MV cm1) —
0 kHz) 8.5  1010 (1 MV cm1) 2.9
0 kHz) 9.2  1010 (1 MV cm1) 2.4
1 MHz) 8.63  107 (2 MV cm1) —
1 MHz) 7.21  108 (2 MV cm1) —
1 MHz) 5.24  108 (2 MV cm1) —
100 kHz) 1.7  106 (5 V) —
(100 kHz) 1.8  107 (5 V) —
100 kHz) <1.0  106 (5 V) —
(120 Hz) — —
0 kHz) 5.0  1010 (1 MV cm1) 3.8
0 kHz) 6.2  1010 (1 MV cm1) 3.0
0 kHz) 9.1  1010 (1 MV cm1) 1.9



































































































View Article Onlineknowledge currently the only ones fullling the criterion of Wager
et al. (J < 1  10–8 A cm2 at 1 MV cm1) for minimum current
leakage of technologically relevant dielectrics. Lastly, in order to
evaluate the dielectric in an TFT geometry YxOy derived from
precursor compound 1 was succesfully employed as a functional
dielectric layer in a eld effect transistor using solution-processed
indium zinc oxide (IZO) as semiconducting layer. Within the
device architecture, solution deposited amorphous indium zinc
oxide (IZO) precursor was spin-coated and subsequently processed
at 350 C for complete formation of a IZO semiconductor. The IZO
precursor solution was generated by using single source zinc and
indium precursors as described by us.22,34–36 A schematic repre-
sentation of the TFT architecture is shown in Fig. S18 ESI.† The
electrical measurements are characterized by plotting the transfer
and output characteristics of the measured TFT device and is
displayed in Fig. 13. The crucial performancemetrics including the
charge-carrier mobility (msat) in the saturation regime, the
threshold voltage (Vth) and the ratio of the currentmeasured in the
on-state and the off-state (Ion/off) of the nal device were extracted
from the data obtained from the transfer and output characteris-
tics. The measured TFT displays a good device performance with
a msat of 2.1 cm
2 V1 s1, a Vth of 6.9 V and an Ion/off of 7.6  105,
with no signicant hysteresis in the measured transfer character-
istics. The device performance demonstrates the successful
implementation of the fabricated YxOy dielectric when combined
with an amorphous IZO semiconductor in a TFT device architec-
ture thus serving as a proof of principle study.Conclusions
In conclusion, we have demonstrated the synthesis and full
structural characterization of the single-source molecular
precursors bis(diethyl-2-nitromalonato) nitrato yttrium(III) 1,
dinitrato tetra(urea) yttrium(III)-nitrate 2 and hexakis(urea)
aluminium(III)-nitrate 3. The thermal decomposition of these
precursors has been investigated in depth revealing formation
of volatile by-products in the course of the thermal conversion
with no signicant formation of stable intermediate decompo-
sition products. Additionally, in all cases the conversion into
the respective metal oxide occurs at relatively low decomposi-
tion temperatures which exemplies the versatility of the
combustion route using high energy precursors. While
precursor 1 is soluble in methoxyethanol, precursor 2 and 3
have good solubility in water (>20%), which provides an eco-
friendly approach to the synthesis of the high-k YxOy and
AlxOy dielectric materials. AlxOy thin lms are amorphous for all
annealing temperatures studied (200–350 C), whereby YxOy
samples show crystallinity starting from 350 C for 1 and 250 C
for 2, respectively. The AlxOy based capacitors fabricated exhibit
very high areal capacities even at a moderate annealing
temperature of 250 C (184 nF cm2 at 10 kHz). Furthermore, all
AlxOy based capacitors, annealed in the temperature range 250–
350 C, exhibit very low current leakage of J < 109 A cm2 at 1
MV cm1. Additionally, the breakdown voltage was determined
to be 1.9, 3.0 and 3.8 MV cm1 for AlxOy-250, AlxOy-300 and
AlxOy-350, respectively.31396 | RSC Adv., 2019, 9, 31386–31397The YxOy based capacitors, generated from precursor 2 and
annealed at 300 and 350 C exhibit a high capacitance of 111
and 131 nF cm2 at 10 kHz. The current leakage at 1 MV cm1
amounts less than 10–9 A cm2 at 1 MV cm1 for both samples
and the electrical breakdown occurs at 2.4 and 2.9 MV cm1,
respectively. The YxOy based capacitors, generated from
precursor 1, exhibit satisfactory areal capacities even at
moderate temperatures (84 nF cm2 at 350 C). Furthermore,
the YxOy based capacitors exhibit almost no frequency disper-
sion over the whole range (10 Hz–100 kHz). Except for a calci-
nation temperature of 200 C, all capacitors exhibit very low
current leakage of J < 109 A cm2 at 1 MV cm1 and show no
electrical breakdown up to 40 V.
Additionally, the implementation of the fabricated yttrium
oxide dielectric with an IZO semiconductor processed at 350 C
demonstrates an effective TFT performance characteristics, exhib-
iting a msat of 2.1 cm
2 V1 s1, a Vth of 6.9 V and Ion/off of 7.6 105.
The ability of such a unique class of high combustible
precursor molecules based on the urea/nitrate ligand environ-
ment presents itself as a potential alternative in the low-
temperature fabrication of high-k dielectric materials. It
remains interesting to see if this strategy can be extended
towards formation of other metal oxides from a similar solution
process. This could warrant interesting functional properties
towards novel device fabrication in the future.Conflicts of interest
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